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LEISTRITZ PUMPEN GMBH

Use for Leistritz Screw Max. Performance Data
Pumping

Pump Capacity Differential | Viscosity
Pressure Temperature

Low pressure duty, suitable 900 mé/h 16 bar 100,000 cSt 280°C
for transport of light abrasive [3,960 gpm] [232 psi] [mm?/s] [536°F]
and corrosive, high or low vis-

cous fluids with poor or good

lubricity.

Low pressure duty, suitable 700 mé/h 16 bar 15,000 cSt  180°C
for transport of non abrasive [3,100 gpm] [232 psi] [mm?/s] [356°F]
lubricating fluids.

Medium pressure duty, suita- 300 m3/h 80 bar 10,000 cSt  280°C
ble for transport of non abra- [1,320 gpm] [1,160 psi] [mm?/s] [536°F]
sive lubricating fluids.

High pressure duty, suitable 200 m3/h 160 bar 10,000 cSt 280°C
for transport of non abrasive [880 gpm] [2,320 psi] [mm?/s] [536°F]
lubricating fluids.

Ultra high pressure duty suit- 180 mé/h 280 bar 1,000 cSt 280°C
able for transport of light [792 gpm] [4,060 psi] [mm?/s] [536°F]
abrasive and corrosive, high

or low viscous fluids with poor

or good lubricity.

Low, medium and high pres- 5,0000 m*h 150 bar 150,000 cSt 350°C
sure duty, suitable for trans- [22,000gpm] [2,175 psi] [mm?/s] [662°F]
port of abrasive/non abra-

sive, corrosive/non corrosive,

lubricating/non lubricating,

high or low viscous fluids.

Low pressure duty, suitable 1,700 mé/h 10 bar 100,000 cSt 280°C
for transport of light abrasive [7,500 gpm] [145 psi] [mm?/s] [536°F]
and corrosive, high or low vis-

cous fluids with poor or good

lubricity.
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